
ASHRAE 52.2 Arrestancia

MERV ePM1 ePM2.5 ePM10 Course %

1 G1 - - - - 50≤ Am ≤ 65
2 - - -
3 - - -
4 - - -
5 - - -
6 - - -
7 - - - 25-30%
8 - - - 30-35%
9 - 40-45%
10 - 50-55%
11 - 60-65%
12 - 70-75%
13 F7 50-70% > 65% > 80% - 80-90%
14 F8 70-80% > 80% > 90% - 90-95%
15
16

Clase

- E10 - ≥ 85%
- E11 ISO 15 ≥ 95%
- E12 ISO 25 ≥ 99.5%
- H13 ISO 35 ≥ 99.95%
- H14 ISO 45 ≥ 99.995%
- U15 ISO 55 ≥ 99.9995%
- U16 ISO 65 ≥ 99.99995%
- U17 ISO 75 ≥ 99.999995%

90 ≥ Am

M5

> 80% > 90% > 95% -

50-60% > 60%

≥ 50%

F9

< 40%

>60%

Valor total Efficiencia en MPPS
ISO 29463

-

Valor local

>95%

EN 1822-1

G4

< 20%

< 40%M6

CATEGORÍA DE FILTRADO
ISO 16890: 2018

<20%40%G2 65≤ Am ≤ 80

G3

Norma 

80≤ Am ≤ 90

EN 779: 2012 DUST 52.1

50%

≥ 99,9999

- -
-
-

≥ 99,75

≥ 99,9995

≥ 99,95
≥ 99,995 ≥ 99,975

≥ 99,9975
≥ 99,99975

≥ 95
≥ 99,5

≥ 99,99995
≥ 99,999995
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